Pedro B. Dinis and Dinar Camotim, “On the Use of Shell Finite Element Analysis to Assess the Local Buckling and Post-Buckling Behaviour of Cold-Formed Steel Thin-Walled Members”, III European Conference on Computational Mechanics, p. 689, 2006

Professor Pedro Borges Dinis

See:
https://www.researchgate.net/profile/Pedro_Dinis3
https://www.researchgate.net/profile/Pedro_Dinis3/publications
http://aggr.ukm.um.si/vufind/EDS/Search?lookfor=Pedro+Borges%2C+Dinis&type=AU

Department of Civil Engineering and Architecture, ICIST/IST
Technical University of Lisbon, Lisbon, Portugal

Selected Publications:
Gonçalves R., Camotim D. and Dinis P., Generalised beam theory to analyse the buckling behaviour of aluminium or stainless steel open and closed thin-walled members, Proc. 4th Int. Conf. Thin-Walled Structures (Loughborough, 22-24/6), 2004


Pedro B. Dinis and Dinar Camotim, “On the Use of Shell Finite Element Analysis to Assess the Local Buckling and Post-Buckling Behaviour of Cold-Formed Steel Thin-Walled Members”, III European Conference on Computational Mechanics, p. 689, 2006


Dinis P.B., Camotim D., Silvestre N., 2007, FEM-based analysis of the local-plate/distortional mode interaction in cold-formed steel lipped channel columns, Computers and Structures, 85, 1461-1474


Pedro B. Dinis, Ben Young and Dinar Camotim, “Local-distortional interaction in cold-formed steel rack-section columns”, Thin-Walled Structures, Vol. 81, pp 185-194, August 2014
Pedro B. Dinis, Ben Young and Dinar Camotim, “Strength, interactive failure and design of web-stiffened lipped channel columns exhibiting distortional buckling”, Thin-Walled Structures, Vol. 81, pp 195-209, August 2014
Andre Dias Martins, Dinar Camotim, Pedro Borges Dinis and Ben Young, “Local-distortional interaction in cold-formed steel columns: Mechanics, testing, numerical simulation and design”, Structures (Journal of the Institution of Structural Engineers), Vol. 4, pp 38-57, November 2015